ISUZU GIGAMAX

ENGINE

CLUTCH

SUSPENSION

BRAKES

CAB

WHEELS & TYRES

FUELTANK
FRONT AXLE

REAR AXLE

ELECTRICAL SYSTEM

DIMENSIONS (mm)

MASS DATA (kg)

GIGAMAX 70 - 460

6WG1-TCS
TURBO CHARGED & INTERCOOLED
SITEC COMMON RAIL DIESEL
6
147 x 154
15,681
17.0

338 @ 1,800
460 @ 1,800
2,157 @ 1,300

SACHS
TWIN DRY PLATES
390 (15”)
HYDRAULIC WITH AIR ASSIST

TAPER LEAF
4 BAG AIR / AXLE

FULL AIR
AIR ACTING ON REARWHEELS
0

FORWARD
ELECTRIC

RADIAL
315/80R22.5
315/80R22.5

9.00 x 22.5
9.00 x 22.5

1,000
MERITOR MFS73

MERITOR RT46-160P
4.300

24\VOLT

The smoother model referred to as AMT (Automated Manual Transmission) is an

electronically controlled manual transmission, not a full automatic transmission.
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Standard OEM 5th Wheel (Jost 37C) is limited to 65,000kg combination mass.
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Introducing the GIGAMAX

ISU2U

TRUCKS
For the long run



